KINGAIR N104Z
                                                    NORMAL PROCEDURES
DC-3TP

                      NORMAL PROCEDURES


------BOARDING AIRCRAFT CHECK---------------------

1.
Preflight Checklist
Completed


2.
Aircraft Documents
Aboard


3.
Junction Box CBs & Switches
Checked

*
4.
Gear Pins & Control Locks
Removed

*
5.
Cabin Area
Secure

*
6.
Passenger Briefing
Completed

------BEFORE START------------------------------------------

1.
Seat and Rudder Pedals
Adjusted

*
2.
Seat Belts
On

*
3.
Hydraulic Press & Quantity
Checked


4.
Star Valve
Closed

*
5.
Landing Gear & Flap Handles
Neutral

*
6.
Landing Gear Latch
Latched

*
7.
Parking Brake
Set


8.
Trim Tab Function
Checked


9.
Static Source
Normal


10.
Fire “T” Handles
In


11.
Circuit Breakers
In


12.
Ice Protection Equipment
Off


*13.
Anticollision Light
On


*14.
Avionics Master
Off


15.
Emergency Power
Normal


16.
Bus Tie
Open


*17.
Heating System
Off

*
18.
Inverters
Off


*19.
Battery Switch
On


*20.
Generators
As Required


*21.
Ground Power
As Required


*22.
Cockpit Lights
As Required


23.
Engine Fire Protection
Checked


24.
Warning & Annunciator Lights
Checked


25.
Stall Warning
Checked


26.
Audible Warning
Checked


*27.
Fuel Totalizer
Set

*
28.
Power Levers
Idle


*29.
Prop Levers
As Required

*
30.
Condition Levers
Stop


*31.
Standby Fuel Pumps
Auto

*
32.
Main Fuel Pumps
On

*  Items for enroute stops with no crew change

 12/19/2002
*-----ENGINE START (BATTERY)--------------------------

1.
Generators
On

2.
Ignition Switches
Start


3.
Start Button
Push


4.
Condition Lever (12% Ng Min)
Forward


5.
Start Light Out, Generator On
Checked


6.
Load Meter (Less Than 100 )
Checked


7.
Start Other Engine Above Steps 3-5


8.
Ignition Switches
Off

*------ENGINE START (GROUND POWER)-------------

1.
Generators
Off


2.
Ignition Switches
Start


3.
Start Button
Push


4.
Condition Lever (12% Ng Min)
Forward


5.
Start Light Out
Checked


6.
Start Other Engine Above Steps 3-5


7.
Ground Power
Off


8.
Generators
On


9.
Ignition Switches
Off
*------BEFORE TAXI CHECK--------------------------------


1.
Hydraulic Pressure
Checked


2.
Landing Gear Pressure
Checked


3.
Avionics Power
On


4.
Transponder
Standby


5.
Inverter
On


6.
Navigation & Collision Lights
As Required


7.
Seatbelt Sign
On


8.
Heating System
As Required


9.
Engine Instruments
Checked


10.
Warning Lights
Checked


11.
GPWS
Checked


12.
Compass & Gyros
Checked


13.
TCAS
On/Test


14.
Altimeters & Clocks
Set


15.
Power Cart
Removed


16.
Props
Forward

--- GEAR PRESSURE ABNORMAL (GROUND) ------

  1.   Landing Gear Latch………….…Positive Lock

  2.   Landing Gear Lever……...……..Down
  3.   Landing Gear Lever…………….Neutral

  4.   Gear Pressure and Light…...…..Checked 

------TAXI CHECKS---------------------------------------------

1.
Brakes
Checked

2. RMI & Gyros
Tracking


3.
Turn Needle
Checked
------RUN UP CHECK -----------------------------------------

1.
Tailwheel
Locked

2.
Parking Brake
Set


3.
Overspeed Governor
Checked

4.
Auto-Feather
Checked

------BEFORE TAKE-OFF CHECK-------------------------

1.
Trim Tabs
Set

2.
Wing Flaps
Up


3.
Flight Instruments
Checked

4.
Navigation and Communication
Set


5.
Ice Protection
As Required

6.
V1-Vr-V2
Checked


7.
Crew Briefing
Complete

8.
Windows
Closed


9.
Friction Locks
Set

10.
Prop Controls
Forward


11.
Auto-Feather
As Required

12.
Standby Fuel Pumps
On

------LINE UP CHECKS----------------------------------------

1.
Flight Controls
Checked

   2. Transponder……………………..On

----------------------------------------------------------------

   3.
Landing Lights
On

4.
Strobe
On
   5.
TCAS
Set

6.
Gear Latch
Spring Lock .
    

   7. Runway and Heading……….….Checked
   8. Tailwheel…………………………Locked

------TAKE-OFF PROCEDURE------------------------------

1.
Power Levers
92%

2.
Engine Instruments
Checked


3.
Auto-Feather
Ready


4.
Brakes
Release

5.
Power (60 KIAS)
95%
------CLIMB CHECKS-----------Silent-----------------------

1.
Landing Gear
Up


2.
Auto-Feather
Off                    
3.
Climb Power
Set


4.
Engine Instruments
Normal

5.
Prop Synchrophaser
On


6.
Standby Fuel Pumps
Auto

 
7.
Landing Gear Lever
Neutral


8.
Engine & Wings
Checked

9.
Seatbelt Sign
As Required

------CRUISE CHECKS-------------Silent-------------------

1.
Cruise Power
Set


2.
Propeller (1000-1700)
Set

   3.
Landing / Pulse Lights……………Off


4.
Fuel Transfer
As Required


5.
Trends
Evaluate
------DESCENT CHECKS---------Silent--------------------

1.
Altimeters
Set


2.
Fuel Quantity
Checked


3.
Hydraulic Quantity & Pressure
Checked


4.
Brakes
Off

5.
Tailwheel
Locked

6.
Ice Protection Equipment
As Required


7.
Approach and Landing Speed
Posted


8.
Seatbelt Sign
On


9.
Approach Brief…………………....Briefed

------BEFORE LANDING CHECKS-------------------------

1.
Landing Gear
Down

2.
Prop Synchrophaser
Off


3.
Auto-Feather
Armed

4.
Prop Controls
Forward

5.
Landing / Pulse Lights
On

6. Flaps
As Required

------AFTER LANDING CHECKS-------Silent------------

1.
Flaps
Up


2. Brakes……………………………Checked


3.
Landing Lights……………………Off


4. Strobe…………………………….Off


5. Ice Protection…………………… Off

6. Auto-Feather……………………. Off


7. Transponder
Standby

8.
TCAS……………………………...Off

9.
Radar………………………………Standby


10. Elevator Trim …………………… Reset

------ENGINE SHUTDOWN-----------------------------------

1.
Tailwheel
Locked


2.
Parking Brake
Set


3.
Power Levers
Flight Idle


4.
Props Levers
Feather


5.
Heating System
Off


6.
Inverters
Off


7.
Avionics Power
Off


8.
Generators
Off


9.
Condition Levers
Stop


10.
Main/Standby Boost Pumps
Off


11.
Exterior Lighting
Off


12.
Interior Lighting
Off


13.
Battery Switch
Off


14.
Gear & Flap Levers
Split


15.
Post Flight
Complete
